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presentations, comments, or other information in this publication. The assessment is subject to modification if new datais produced.



Executive Summary

Under the Safe Drinking Water Act Amendments of 1996, all states are required by the U.S. Environmental
Protection Agency to assess every source of public drinking water for its relative sensitivity to contaminants
regulated by the act. This assessment is based on aland use inventory of the designated assessment area and
sensitivity factors associated with the wells and aquifer characteristics.

This report, Source Water Assessment for City of New Plymouth, 1daho, describes the public drinking water system,
the boundaries of the zones of water contribution, and the associated potential contaminant sources located within
these boundaries. This assessment should be used as a planning tool, taken into account with local knowledge and
concerns, to develop and implement appropriate protection measures for this source. The results should not be
used as an absolute measure of risk and they should not be used to undermine public confidence in the
water system.

The City of New Plymouth drinking water system consists of three wells, of which Wells #7 and #8 account for the
majority of the use, and Well #6 is a backup well. Due to a moderate rating in hydrologic sensitivity and moderate
system construction, the three wells rank as moderate susceptibility to inorganic contamination, volatile organic
contamination, synthetic organic contamination, and microbial contaminants. In November 1988, Well #6 water
showed detection for the synthetic organic contaminants Heptachlor and Dacthal. In early 1993, Well #6 water
recorded detections of total coliform bacteria and E-coli bacteria. Since April 1993, the only total coliform bacteria
detections have been in various locations in the city. Nitrate levels have been steadily decreasing in recent years.

This assessment should be used as a basis for determining appropriate new protection measures or re-evaluating
existing protection efforts. No matter what ranking a source receives, protection is always important. Whether the
source is currently located in a*“ pristing” area or an area with numerous industrial and/or agricultural land uses that
require education and surveillance, the way to ensure good water quality in the future is to act now to protect
valuable water supply resources.

For the City of New Plymouth, source water protection activities should focus on implementation of practices aimed
a reducing the leaching of agricultural chemicals from agricultural land within the designated source water aress.
The City of New Plymouth should also be aware of the Group 1 site for the SOCs Atrazine and Simazine located
about 100 feet from Well #8. Most of the designated areas are outside the direct jurisdiction of the City of New
Plymouth. Partnerships with state and local agencies and industry groups should be established and are critical to
success. The City should remain diligent in following the Wellhead Protection Ordinance. A new sanitary survey
should be conducted on each of the wells. Disinfection practices should be maintained to reduce the risk of
microbial contamination. Due to the time involved with the movement of ground water, source water protection
activities should be aimed at long-term management strategies even though these strategies may not yield resultsin
the near term. Source water protection activities for agriculture should be coordinated with the Idaho State
Department of Agriculture, the Soil Conservation Commission, the Gem Soil and Water Conservation District, and
the Natural Resources Conservation Service.

A community with a fully developed source water protection program will incorporate many strategies. For
assistance in developing protection strategies please contact the Boise Regional Office of the Idaho Department of
Environmental Quality or the Idaho Rural Water Association.



SOURCE WATER ASSESSMENT FOR CITY OF NEW PLYMOUTH, IDAHO

Section 1. Introduction - Basis for Assessment

The fallowing sections contain information necessary to understand how and why this assessment was
conducted. It isimportant to review thisinformation to under ssand what the ranking of this source
means. A map showing the delineated source water assessment area and the inventory of sgnificant potentia
sources of contamination identified within thet area are atached. Thelist of ggnificant potential contaminant
source categories and their rankings used to develop the assessment aso is attached.

Background

Under the Safe Drinking Water Act Amendments of 1996, dl states are required by the U.S. Environmental
Protection Agency (EPA) to assess every source of public drinking water for its relative susceptibility to
contaminants regulated by the Safe Drinking Water Act. This assessment is based on aland use inventory of
the delineated assessment area, sengitivity factors associated with the wells, and aquifer characterigtics.

Leve of Accuracy and Purpose of the Assessment

Since there are over 2,900 public water sourcesin Idaho, thereis limited time and resources to accomplish the
assessments. All assessments must be completed by May of 2003. An in-depth, Site-pecific investigation of
each sgnificant potentiad source of contamination is not possble. Ther efor e, this assessment should be
used as a planning tool, taken into account with local knowledge and concer ns, to develop and
implement appropriate protection measuresfor thissource. Theresults should not be used asan
absolute measur e of risk and they should naot be used to undermine public confidencein the water
system.

The ultimate god of the assessment isto provide datato loca communities to develop a protection strategy for
their drinking water supply system. The Idaho Department of Environmental Quality (DEQ) recognizes that
pollution prevention activities generdly require less time and money to implement than trestment of a public
water supply system once it has been contaminated. DEQ encourages communities to balance resource
protection with economic growth and development. The decison as to the amount and types of information
necessary to develop a source water protection program should be determined by the local community based
on its own needs and limitations. Wellhead or source water protection is one facet of acomprehensve growth
plan, and it can complement ongoing loca planning efforts.



Section 2. Conducting the Assessment
General Description of the Source Water Quality

The City of New Plymouth wells are community wells that serve approximately 1,300 people with 575 total
connections. Thewells are located in Payette County, at various locetion in the City of New Plymouth (Figure
1). Thepublic drinking water system for City of New Plymouth is comprised of three wdlls.

No sgnificant water chemisiry problems have been recorded in the well water from Wdls#7 and #8. In
February and March 1993, Well #6 recorded total coliform bacteriaand E-coli bacteria. It was determined
that these bacteria were associated with the distribution system. Wl #6 has had no bacteria contamination
problems since that time. No inorganic contaminant (I0C) (i.e. nitrate) has been recorded above the
Maximum Contaminant Level (MCL). Voldtile organic contaminants (VOCs) have never been detectedin
any of the drinking water. Synthetic organic contaminants (SOCs) were detected in Well #6 water in 1988.
Though no significant water chemistry problems currently exigt, the possibility of contamination from
agriculturd chemica use remains high.

Defining the Zones of Contribution - Delineation

The delinestion process establishes the physical area around awell that will become the foca point of the
assessment.  The process includes mapping the boundaries of the zone of contribution into time-of-travel
(TOT) zones (zones indicating the number of years necessary for a particle of water to reach awel) for water
in the aquifer. DEQ used arefined computer moded gpproved by the EPA in determining the 3-year (Zone
1B), 6-year (Zone 2), and 10-year (Zone 3) TOT for water associated with the Payette Vdley aquifer in the
vicinity of City of New Plymouth. The computer model used Site specific deta; assmilated by DEQ from a
variety of sourcesincluding the City of New Plymouth well logs for Wells#6, #7, and #8, and other locd area
well logs. The ddineated source water assessment aress for the City of New Plymouth wells can best be
described as a series of corridors approximately 2 mile to 1 mile wide and about 2 miles long extending south
to Interstate 84 (Figure 2). The actua data used by DEQ in determining the source water assessment
delineation areas are available upon request.

I dentifying Potential Sources of Contamination

A potentia source of contamination is defined as any facility or activity that stores, uses, or produces, as a
product or by-product, the contaminants regulated under the Safe Drinking Water Act and has a sufficient
likelihood of releasing such contaminants at levels that could pose a concern relative to drinking water sources.
The god of theinventory processis to locate and describe those facilities, land uses, and environmental
conditions that are potentia sources of ground water contamination. The locations of potentia sources of
contamination within the delineation areas were obtained by field surveys conducted by DEQ and from
available databases.

The dominant land use outside the City of New Plymouth areaisirrigated agriculture. Land use within the
immediate area of the wellheads conssts of resdentid, urban, and agriculturd uses.



Figure 1. Geographic Location of City of New Plymouth
Wells #6, #7, and #8
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It isimportant to understand that a release may never occur from a potential source of contamination provided
best management practices are used at the facility. Many potential sources of contamination are regulated at
the federd level, state level, or both to reduce the risk of release. Therefore, when a

business, facility, or property isidentified as a potentid contaminant source, this should not be interpreted to
mean that this business, facdility, or property isin violation of any locd, Sate, or federd environmentd law or
regulation. What it does mean isthat the potential for contamination exists due to the nature of the business,
industry, or operation. There are a number of methods that water systems

can use to work cooperatively with potential sources of contamination, such as educationd visits and
inspections of stored materias. Many owners of such facilities may not even be aware that they are located
near a public water supply well.

Contaminant Sour ce I nventory Process

A two-phased contaminant inventory of the study area was conducted during June of 2000. The firgt phase
involved identifying and documenting potentia contaminant sources within the City of New Plymouth Source
Water Assessment Area through the use of computer databases and Geographic Information System (GIS)
maps developed by DEQ. The second or enhanced phase of the contaminant inventory involved contacting
the operator to validate the sources identified in phase one and to add any additiond potentia sourcesin the
area. Thistask was undertaken with the assistance of Harley Watson.

Since the ddineated source water areas encompass various portions of the New Plymouth areg, the different
wells have different numbers and types of potentiad contaminant sources. Well #6 has 5 potential contaminant
Stes(Table 1). Well #7 has 3 potentia contaminant sources (Table 2). Wl #8 has 4 potentia contaminant
sources (Table 3). The sourcesinclude three dairies, a contractor, atrucking facility, apipeline, dong with
multiple businesses having underground storage tanks (UST) and one having an incomplete leeking
underground storage tank (LUST) cleanup. Additionaly, the town of New Plymouth contained a Group 1
priority Ste. The ddinegtions for Wells #6 and #8 dso contain Interstate 84 and Highway 30, which are
potentialy contaminant sources for dl types of contaminants. Well #7 contains Highway 30 and the
intersection of Highway 30 and Highway 72. Figure 2 shows the locations of these various potentia
contaminant Stes rdative to the wellheads.



Figure 2. City of New Plymouth Wells #6, #7, and #8
Delineations and Potential Contaminant Locations
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Table 1.

City of New Plymouth Well #6, Potential Contaminant Inventory

SITE# Source Descriptiont TOT Zoné€? | Source of Information | Potential Contaminants®
(years)

6-1 LUST 0-3 Database Search VOC, SOC

6-2 usT 0-3 Database Search VOC, SOC

6-3 USsT 0-3 Database Search VOC, SOC

6-4 Pipeline 0-3 Database Search VOC, SOC
Highway 30 0-3 Database Search 10C, VOC, SOC, Microbes

6-5 Dairy (201-500 cows) 3-6 Database Search 10C, SOC
Interstate 84 6-10 Database Search 10C, VOC, SOC

LUST = underground storagetank, LUST = leaking underground storage tank
2TOT =timeof trave (in years) for a potential contaminant to reach the wellhead
#10C =inorganic chemical, VOC = volatile organic chemical, SOC = synthetic organic chemical

Table2. City of New Plymouth Wdl #7, Potential Contaminant Inventory

SITE# Source Description TOT Zone! | Source of Information | Potential Contaminants®
(years)
7-1 Welding Shop 0-3 Database Search VOC
7-2 Pipeline 0-3 Database Search VOC, SOC
Highway 72 0-3 Database Search 10C, VOC, SOC, Micraobes
Highway 30 0-10 Database Search 10C, VOC, SOC, Microbes
7-3 Dairy (£ 200 cows) 6-10 Database Search 10C, SOC

TOT =timeof trave (in years) for a potential contaminant to reach the wellhead
210C = inorganic chemical, VOC = volatile or ganic chemical, SOC = synthetic organic chemical

Table 3. City of New Plymouth Well #8, Potential Contaminant I nventory

SITE # Source Description® TOT Zone? | Source of Information | Potential Contaminants®
(years)
81 Group 1 Site 0-3 Database Search SOC
8-2 Pipeline 0-3 Database Search VOC, SOC
8-3 Dairy (201-500 cows) 3-6 Database Search 10C, SOC
84 Excavating Contractor 3-6 Database Search VOC, SOC
Interstate 84 6-10 Database Search 10C, VOC, SOC

' Group 1 Site = site showing elevated levels of the SOCs atrazine and simazine and are not contained
within ageneral priority coverage

2TOT =timeof trave (in years) for a potential contaminant to reach the wellhead

#10C =inorganic chemical, VOC = volatile organic chemical, SOC = synthetic organic chemical




Section 3. Susceptibility Analyses

The water system’ s susceptibility to contamination was ranked as high, moderate, or low risk according to the
following consderaions. hydrologic characterigtics, physica integrity of the well, land use characteritics, and
potentially sgnificant contaminant sources. The susceptibility rankings are specific to a particular potentia
contaminant or category of contaminants. Therefore, ahigh susceptibility rating relative to one potentia
contaminant does not mean that the water system is a the same risk for dl other potential contaminants. The
relative ranking that is derived for each well isaquditative, screening-level step that, in many cases, uses
generdized assumptions and best professiona judgement. The following summaries describe the rationde for

the susceptibility ranking.
Hydrologic Sensitivity

Hydrologic sengtivity was moderate for Wells #6, #7 and #8 (Table 5). Thisreflects the nature of the soils
being in the poorly-drained to moderately-drained class, and the vadose zone (zone from land surface to the
water table) being made predominantly of low permesbility clay. Factorsthat could increase the possibility of
contaminant transport include the first ground water being located within 20 feet of ground surface, and the
lack of alaterdly extensve low permesbility unit of at least 50 feet cumulative thickness.

Wedl Construction

Wl congruction directly affects the ability of the well to protect the aquifer from contaminants. The City of
New Plymouth drinking water system consists of three wells that extract ground water for domestic and
commercia uses. The wdl system construction scores were moderate for the Wells #6, #7, and #3.

All three wells are due to have a new sanitary survey completed, which will help determine if thewelsarein
compliance with wellhead and surface sed standards and whether they are protected from surface flooding.
Wedls#6 and #7 have well houses, casing raised at least 18 inches above grade, and are protected from
flooding. Well #7 has aconcrete floor. The wells do not have any pretrestment or disinfection sysems. Well
logs were available for Wells #6, #7, and #8, S0 a determination was made as to whether the casing and
annular sedl's had been extended into low permesbility units and whether current public water system (PWS)
congtruction standards were being met.

The Wl #6 log shows that the casing and annular seal do not extend into alow permesility unit. The well
was drilled to 78 feet below ground surface (bgs). The water table was identified at 12 feet bgs. A well
screen was ingtdled from 68 feet bgsto 78 feet bgs. A surface sed wasingaled to a depth of 25 feet bgs
into brown sand. Though the well may have been in compliance with standards when it was drilled in 1968,
current PWS well congtruction standards are more stringent.

The Wl #7 log shows that the casing and annular sedl do extend into alow permegbility unit. Thewell was

drilled to 100 feet bgs. The water table was identified at 14 feet bgs. Well screens were ingtalled from 50

to 70 feet bgs. A surface sed was ingtdled to a depth of 22 feet bgsinto yelow clay. The well was gravel

packed across its entire length. Blue clay was encountered at 95 feet bgs. Though the well may have beenin
compliance with standards when it was drilled in 1978, current PWS well construction standards are more stringent.
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The Idaho Department of Water Resources Well Construction Standards Rules (1993) require dl PVSsto
follow DEQ standards as well. IDAPA 58.01.08.550 requires that PWSs follow the Recommended
Standards for Water Works (1997) during construction. A portion of Table 1 of the Recommended
Sandards for Water Works (1997) is reproduced showing the required steel casing thickness and those that
were used in constructing Wells #6, #7, and #8 (Table 4).

Table 4. Portion of Table 1 from the Recommended Standards for Water Works (1997)
Stedl Casing thicknessrequirements.

Pipe diameter | Required Wdll #6 Well #7 Well #8

(in.) thickness (in.) | thickness thickness thickness
8 0.322 0.250 NA NA

10 0.365 NA 0.250 0.365

12 0.375 NA 0.375 NA

18 0.375 NA 0.375 NA

The Wdl #8 log shows that the casing and annular seal do extend into alow permeability unit. The wdl was
drilled to 89 feet bgs. The water table was identified at 16 feet bgs. Well screenswere ingtaled from 50 feet
bgsto 70 feet bgs. A surface sedl was ingtaled to a depth of 45 feet bgsinto abrown clay layer. Thewdll
was gravel packed from 45 feet bgs to 89 feet bgs. Blue clay was encountered a 78 feet bgs. The well,
completed in 1997, isin compliance with current construction standards.

Thewel logs obtained for the City of New Plymouth system show that the blue clay is encountered at about
8010 100 feet bgs. All three wells are completed in the upper unconfined to semi-confined aguifer above the
blue clay layer.

Potential Contaminant Sourceand Land Use

Wil #6 and Wl #7 rated high for inorganic chemicas (10Cs) (i.e. nitrate). Wl #8 rated moderate for
IOCs. All three wells rated moderate for synthetic organic chemicals (SOCs) (i.e. pesticides) and volatile
organic chemicas (VOCs) (i.e. petroleum products). The three wells rated low for microbia contaminants.
Commercid land uses in the delineated source area contributed the largest numbers of VOC and SOC points
to the contaminant inventory rating. Agricultura land uses contributed the most points to the IOC contaminant
inventory rating. Interstate 84, Highway 30, and Highway 72 could potentidly contribute I0Cs, VOCs,
SOCs, and microbia contaminants to Wells#6 and #8, Wells #6 and #7, and Well #7, respectively.

In November 1988, Well #6 water showed detection for the synthetic organic contaminants Heptachlor and
Dacthal. Inearly 1993, Well #6 water recorded detections of total coliform bacteriaand E-coli bacteria,
though it was determined that there was a problem with the digtribution system. Since April 1993, the only
total coliform bacteria detections have been in various locationsin the town. Nor have any other categories of
contamination have been recorded in the well weter.
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Final Susceptibility Ranking

A detection above adrinking water standard Maximum Contaminant Level (MCL), a detection of totd
coliform bacteria or E-coli bacteria, or a detection of VOC or SOC at the wellhead will autometicaly give a
high susceptibility rating to awell despite the land use of the area because a pathway for contamination aready
exigs. Hydrologic sengtivity and system construction scores weight the fina scores heavily. Having multiple
potentia contaminant sources in the 0 to 3-year time of travel zone (Zone 1B) and much agriculturd land
contribute to the overdl ranking. Intermsof tota susceptibility, al three wells rate moderate for 10C, VOC,
SOC, and microbia contamination. Well #6 rates as automaticaly high for SOC contaminants due to the
November 1988 detection of Heptachlor and Dacthd.

Table 5. Summary of City of New Plymouth Susceptibility Evaluation

Susceptibility Scores'
Hydrologic Contaminant System Final Susceptibility Ranking
Sensitivity Inventory Construction
widl IoC | voc | soc | Microbias IoC | voCc | soC | Microbids
Wl #6 M M M M L M M H H*? M
Wl #7 M H M M L M M M M M
Wdl #3 M M M M L M M M M M

'H = High Susceptibility, M = Moderate Susceptibility, L = Low Susceptibility

10C = inorganic chemicd, VOC = valdile organic chemica, SOC = synthetic organic chemical

H* - Indicates source automatically scored as high susceptibility due to presence of either aVOC, SOC, |OC above the maximum
contaminant level or the presence of tota coliform, feca coliform, or E-coli bacteriain the tested drinking water

Susceptibility Summary

Water chemistry data show that no type of contamination currently threstens the City of New Plymouth
drinking water systlem. However, Well #6 was previoudy contaminated with the SOCs Heptachlor and
Dacthd in 1988.

The wdlsin the City of New Plymouth system takes their water in whole from the shallow, unconfined dluvid
(river deposited materia) aguifer. The shalow aquifer has been demondtrated to be a distinct water-bearing
unit in terms of water qudity, water yield, and the sources of recharge (DEQ, 2000). The shdlow aquifer
contains much higher levels of nitrate, lower levels of iron, and higher levels of arsenic than the degper aquifer.
Water yields from the shalow aguifer are sgnificantly higher than from the deeper aquifer. Ground water in
the shdlow aquifer is recharged primarily from surface water irrigation, direct precipitation, and cand leskage.
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Section 4. Options for Source Water Protection

The susceptibility assessment should be used as a basis for determining gppropriate new protection measures
or re-evauating exigting protection efforts. No matter what the susceptibility ranking a source receives,
protection is dways important. Whether the source is currently located in a“pristing’” area or an areawith
numerous industrid and/or agricultura land uses that require education and survelllance, the way to ensure
good water quality in the future is to act now to protect vauable water supply resources.

An effective source water protection program is tailored to the particular local source water protection area.
A community with afully developed source water protection program will incorporate many strategies. For
the City of New Plymouth, source water protection activities should focus on implementation of practices
amed at reducing the leaching of agricultural chemicas from agricultura land and from the various dairies
within the designated source water areas. The City of New Plymouth should aso be aware of the Group 1
stefor the SOCs Atrazine and Simazine located about 100 feet from Well #3. Mogt of the designated areas
are outsde the direct jurisdiction of the City of New Plymouth. Partnerships with state and local agencies and
industry groups should be established and are critica to success. The City should remain diligent in following
the Wdlhead Protection Ordinance. A new sanitary survey should be conducted on each of the wells.
Disnfection practices should be implemented if amicrobia contamination becomes a problem.  Continued
vigilance in keeping the well protected from surface flooding can aso keep the potentia for contamination
reduced. Due to the time involved with the movement of ground water, wellhead protection activities should
be aimed at long-term management strategies even though these strategies may not yield resultsin the near
term. Source water protection activities for agriculture should be coordinated with the 1daho Department of
Agriculture, the Soil Conservation Commission, the Gem Soil and Water Conservation Didtrict, and the
Natura Resources Conservation Service.

12



Assistance

Public water suppliers and others may cdl the following DEQ offices with questions about this assessment and
to request assstance with developing and implementing alocd protection plan. In addition, draft protection
plans may be submitted to the DEQ office for preliminary review and comments.

Boise Regiond DEQ Office (208) 373-0550

State DEQ Office (208) 373-0502

Webdite| http://www?2.state.id.us/deq

Water suppliers serving fewer than 10,000 persons may contact John Bokor, Idaho Rural Water Association,
at 1-800-962-3257 for assstance with wellhead protection strategies.

13
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POTENTIAL CONTAMINANT INVENTORY
LIST OF ACRONYMSAND DEFINITIONS

AST (Aboveground Storage Tanks) — Siteswith aboveground
Storage tanks.

BusinessMailing List — Thisligt contains potentid contaminant
Stesidentified through aydlow pages database search of sandard
industry codes (SIC).

CERCLIS — Thisincludes sites consdered for ligting under the
Comprehensive Environmental Response Compensation and
Liability Act (CERCLA). CERCLA, morecommonly known as
ASuperfund@is designed to clean up hazardous waste Sites that
areon the nationd priority list (NPL).

Cyanide Site — DEQ permitted and known higtorical
Stesffacilities usng cyanide.

Dairy — Sites included in the primary contaminant source
inventory represent those facilities regulated by Idaho State

Department of Agriculture (ISDA) and may rangefromafew heed
to severd thousand heed of milking cows.

Deep I njection Well — Injection wellsregulated under the Idsho
Department of Water Resources generdly for the disposd of
sormwater runoff or agriculturd field drainage.

Enhanced Inventory — Enhanced inventory locations are
potential contaminant source Sites added by the water system.
These can include new Sites not captured during the primary
contaminant inventory, or corrected locations for stes not
properly located during the pgimary contaminant inventory.
Enhanced inventory Stes can dso indude miscdlaneous Stes
added by the 1daho Department of Environmenta Quadity (DEQ)
during the primary contaminant inventory.

Floodplain — Thisis a coverage of the 100year floodplains.

Group 1 Sites — These are Stes that show elevated levds of
contaminants and are not within the priority one aress.

Inorganic Priority Area— Priority one areas where gregter then
25% of the wells/springs show condtituents higher than primary
standards or other health standards.

L andfill — Aress of open and clased municipa and norHmunidpe
landfills.

LUST (Leaking Underground Storage Tank) — Potentid
contaminant source Sites associated with lesking underground
storage tanks as regulated under RCRA.

Mines and Quarries— Minesand quarries permitted through the
Idaho Department of Lands.)

Nitrate Priority Area — Area where greater than 25% of
wellg/'springs show nitrate values above 5mg/l.

NPDES (National Pallutant Dischar ge Elimination System)
— Steswith NPDES permits. The Clean Water Act requires thet
any discharge of apollutant to weters of the United Statesfrom a
point source must be authorized by an NPDES permit.

Organic Priority Areas— Theeareany aresswhere gredier then
25 % of wdlg/springs show levels gregter than 1% of the primary
gtandard or other hedlth standards.

Rechar ge Paoint — Thisincludes active, proposed, and possible
recharge Stes on the Snake River Plain.

RICRIS — Ste regulated under Resource Conservation
Recovery Act (RCRA). RCRA iscommonly associated with the

cradleto grave management gpproach for generation, $orage, and
disposal of hazardous wastes.

SARA Tier 11 (Superfund Amendmentsand Reauthorization
Act Tier 11 Facilities) — These Sites store certain types and
amounts of hazardous materids and must be identified under the
Community Right to Know Act.

Toxic Release Inventory (TRI) — Thetoxic rdesseinventory lig
was developed as part of the Emergency Planning and Community
Right to Know (Community Right to Know) Act passedin 1936.
The Community Right to Know Act requires the reporting of any
release of achemicd found onthe TRI ligt.

UST (Underground Storage Tank) — Potential contaminant
source Sites associated with underground storage tanks regulated
asregulated under RCRA.

Wastewater Land Applications Sites— These are aresswhere
the land application of municipa or industrial wastewater is
permitted by DEQ.

Wellheads — These are drinking water well loceations regulated
under the Safe Drinking Water Act. They are not trested as
potential contaminant sources.

NOTE: Many of the potentia contaminant sources were located
using a geocoding program where mailing addresses are used to
locate a facility. Fed verification of potentiad contaminant
sourcesis animportant element of an enhanced inventory.

Where possible, alist of potential contaminant sites unableto be
located with geocoding will be provided to water systems to
determineif the potentia contaminant sources are located within
the source water assessment area.
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Attachment A

City of New Plymouth
Susceptibility Analysis
Worksheet
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The find scoresfor the susceptibility andyss were determined using the following formulas:

1) VOC/SOC/IOC Fina Score = Hydrologic Sengtivity + System Congtruction + (Potentid
Contaminant/Land Use x 0.2)

2) 2) Microbid Find Score = Hydrologic Sengtivity + System Congtruction + (Potentid Contaminant/Land
Usex 0.35)

Find Susceptibility Scoring:
0-5 Low Susceptibility
6 - 12 Moderate Susceptibility

3 13 High Susoeptibility
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QG ound Water Susceptibility Report Publ i c Water System Nare :

NEW PLYMOUTH G TY CF Vel # @ WELL #6
Publ i c Water System Nunber 3380008 12/6/00 8:17:03 AM
1. System Construction SCCRE
Drill Date 12/ 12/ 68
Driller Log Available YES

Sanitary Survey (if yes, indicate date of |ast survey) YES 1992
Wl | neets | DWR construction standards NO 1
Wl | head and surface seal naintained YES 0
Casing and annul ar seal extend to | ow perneability unit NO 2
H ghest production 100 feet below static water |evel NO 1
Vel | |ocated outside the 100 year flood plain YES 0
Total System Construction Score 4

Soils are poorly to noderately drained YES 0

Vadose zone conposed of gravel, fractured rock or unknown NO 0
Depth to first water > 300 feet NO 1

Aquitard present with > 50 feet cunul ative thickness NO 2

Total Hydrol ogic Score 3
(Je ol vVoC SCC M crobi al
3. Potential Contaminant / Land Use - ZONE 1A Score Score Score Score
Land Use Zone 1A | RRI GATED PASTURE 1 1 1 1
Farm chem cal use hi gh YES 2 0 0
1QC, VOC, SOC, or Mcrobial sources in Zone 1A YES NO NO YES NO
Total Potential Contam nant Source/lLand Use Score - Zone 1A 3 1 1 1
Potential Contanminant / Land Use - ZONE 1B
Cont ani nant sour ces present (Nunber of Sources) YES 1 5 5 1
(Score = # Sources X 2 ) 8 Points Maxi num 2 8 8 2
Sources of Aass |l or Ill |eacheabl e contam nants or YES 3 3 0
4 Points Maxi num 3 3 0
Zone 1B contains or intercepts a GQoup 1 Area YES 0 0 2 0
Land use Zone 1B Geater Than 50% Non-Irrigated Agricul tural 2 2 2 2
Total Potential Contam nant Source / Land Use Score - Zone 1B 7 13 12 4
Potential Contam nant / Land Use - ZONE ||
Cont ami nant Sour ces Present YES 2 0 2
Sources of Aass |l or Ill |eacheabl e contam nants or YES 1 0 0
Land Use Zone || Qeater Than 50% Non-1rrigated Agricultural 1 1 1
Potential Contam nant Source / Land Use Score - Zone || 4 1 3 0

Potential Contami nant / Land Use - ZONE |11

Cont anmi nant Sour ce Present YES 1 1 1
Sources of Aass |l or Ill |eacheabl e contam nants or NO 0 0 0
Is there irrigated agricultural |ands that occupy > 50% of NO 0 0 0



Total Potential Contam nant Source / Land Use Score - Zone |11 1 1 1 0

Qumul ative Potential Contaminant / Land Use Score 15 16 17 5
4. Final Susceptibility Source Score 10 10 10 9
5. Final Wll Ranking Moder at e H gh Mderate Mderate
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Qound Water Susceptibility Report Public Water System Nane :

NEW PLYMOUTH G TY CF Vel # @ WELL #7
Publ i c Water System Nunber 3380008 10/ 30/ 2000 11:06:41 AM
1. System Construction SCCRE
Drill Date 06/ 14/ 1978
Driller Log Avail able YES

Sanitary Survey (if yes, indicate date of |ast survey) YES 1992
Wl | neets | DWR construction standards NO 1
%l | head and surface seal naintained YES 0
Casing and annul ar seal extend to | ow perneability unit YES 0
H ghest production 100 feet bel ow static water |evel NO 1
Wl |ocated outside the 100 year flood plain YES 0
Total System Construction Score 2

Soils are poorly to noderately drained YES 0

Vadose zone conposed of gravel, fractured rock or unknown NO 0
Depth to first water > 300 feet NO 1

Aquitard present with > 50 feet cumul ative thickness NO 2

Total Hydrol ogic Score 3
(Je o VvCoC ScC M crobi al
3. Potential Contaminant / Land Use - ZONE 1A Score Score Score Score
Land Use Zone 1A | RRI GATED CRCPLAND 2 2 2 2
Farm cheni cal use high YES 2 0 0
I10C, VOC, SOC, or Mcrobial sources in Zone 1A NO NO NO NO NO
Total Potential Contaninant Source/Land Use Score - Zone 1A 4 2 2 2
Potential Contam nant / Land Use - ZO\E 1B
Cont ami nant sources present (Nunber of Sources) YES 1 3 2 1
(Score = # Sources X 2 ) 8 Poi nts Maxi num 2 6 4 2
Sources of dass Il or Il |eacheable contami nants or YES 4 1 0
4 Poi nts Maxi num 4 1 0
Zone 1B contains or intercepts a Goup 1 Area YES 0 0 2 0
Land use Zone 1B QGeater Than 50%Irrigated Agricultural Land 4 4 4 4
Total Potential Contam nant Source / Land Use Score - Zone 1B 10 11 10 6
Potential Contanminant / Land Use - ZONE ||
Cont am nant Sour ces Present YES 2 2 2
Sources of dass Il or Il |eacheable contani nants or YES 1 0 0
Land Use Zone |1 Qeater Than 50% I rrigated Agricultural Land 2 2 2
Potential Contaninant Source / Land Use Score - Zone || 5 4 4 0
Potential Contanminant / Land Use - ZONE |11
Cont ani nant Sour ce Present YES 1 1 1
Sources of dass Il or Il |eacheable contami nants or YES 1 0 0
Is there irrigated agricultural |ands that occupy > 50% of YES 1 1 1
Total Potential Contam nant Source / Land Use Score - Zone II1 3 2 2 0
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Qunul ative Potential Contam nant / Land Use Score 22 19 18 8
4. Final Susceptibility Source Score 9 9 9 8

5. Final Wll Ranking Mbderate  Moderate Mderate Mderate
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QG ound Water Susceptibility Report Public Water System Nare :

NEW PLYMOUTH G TY CF Vell# @ WELL #8
Publ i c Water System Nunber 3380008 10/ 30/ 2000 11:06:57 AM
1. System Construction SCCRE
Drill Date 12/ 07/ 1997
Driller Log Avail able YES
Sanitary Survey (if yes, indicate date of |ast survey) NO 0
Wl | neets | DWR construction standards YES 0
%l | head and surface seal naintained NO 1
Casing and annul ar seal extend to | ow perneability unit YES 0
H ghest production 100 feet bel ow static water |evel NO 1
Wl |ocated outside the 100 year flood plain NO 1
Total System Construction Score 3

Soils are poorly to noderately drained YES 0

Vadose zone conposed of gravel, fractured rock or unknown NO 0
Depth to first water > 300 feet NO 1

Aquitard present with > 50 feet cumul ative thickness NO 2

Total Hydrol ogic Score 3
(Je o VvCoC ScC M crobi al
3. Potential Contaminant / Land Use - ZONE 1A Score Score Score Score
Land Use Zone 1A | RRI GATED CRCPLAND 2 2 2 2
Farm cheni cal use high YES 2 0 0
I10C, VOC, SOC, or Mcrobial sources in Zone 1A NO NO NO NO NO
Total Potential Contaninant Source/Land Use Score - Zone 1A 4 2 2 2
Potential Contam nant / Land Use - ZO\E 1B
Cont ami nant sources present (Nunber of Sources) YES 0 1 1 0
(Score = # Sources X 2 ) 8 Poi nts Maxi num 0 2 2 0
Sources of dass Il or Il |eacheable contami nants or YES 4 1 0
4 Poi nts Maxi num 4 1 0
Zone 1B contains or intercepts a Goup 1 Area YES 0 0 2 0
Land use Zone 1B QGeater Than 50%Irrigated Agricultural Land 4 4 4 4
Total Potential Contam nant Source / Land Use Score - Zone 1B 8 7 8 4
Potential Contanminant / Land Use - ZONE ||
Cont am nant Sour ces Present YES 2 2 2
Sources of dass Il or Il |eacheable contani nants or YES 1 0 0
Land Use Zone |1 Qeater Than 50% I rrigated Agricultural Land 2 2 2
Potential Contaninant Source / Land Use Score - Zone || 5 4 4 0
Potential Contanminant / Land Use - ZONE |11
Cont ani nant Sour ce Present YES 1 1 1
Sources of dass Il or Il |eacheable contami nants or NO 0 0 0
Is there irrigated agricultural |ands that occupy > 50% of NO 0 0 0

Total Potential Contam nant Source / Land Use Score - Zone II1 1 1 1 0



Qunul ative Potential Contam nant / Land Use Score 18 14 15 6
4. Final Susceptibility Source Score 10 9 9 8

5. Final Wll Ranking Mbderate  Moderate Mderate Mderate
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